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TO FUSE OR BREAKER PAN
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ELECTRICAL NOTES:

1. ALL INTERNAL WIRING IS UL LISTED, MTW, STYLE, 105C, EXTRA FLEXIBLE CABLE.
2. FUSE IS UL RECOGNIZED, TYPE A50P OR A70P

*REPLACE FUSES ONLY WITH SAME TYPE AND RATING AS SUPPLIED WITH SYSTEM!

3. BREAKER IS UL LISTED

4. CABINETS WITH BREAKERS ARE SHIPPED WITH BREAKER IN THE OFF/OPEN POSITION.

5. CABINETS ARE SHIPPED WITH BATTERY JUMPER REMOVED TO BREAK STRING VOLTAGE FOR

ADDED SAFTEY IN SHIPPING.

6. THE TERMINAL BLOCKS ARE UL RECOGNIZED, 600V RATED.
7. CABLES FROM BATTERY CABINET TO UPS SYSTEM ARE OPTIONAL.
8. GROUND CONNECTION IS #6-300MCM MECHANICAL LUG.

BATTERY CONFIGURATIONS FUSE PAN
MAXIMUM NUMBER
WPC CAPACITY OF BATTERIES
200 W 60 L= =]
200w 0 o, -
228 a :8 NEGATIVE ﬂiEE Neoave
500 W 40
540 W 40
620 W 40 CABINET GROUND
(300MCM MECHANICAL LUG)
BREAKER PAN
|-° - EosmvE
TOUPS g :gj 0 b4
_ posiTve ~®
T T T TO UPS [ FROM BATTERY
Pl S NEGATIVE T © [ NEGATIVE
// N (e -]
/ \ _ a@
/ \ ~ ~_ CABINET GROUND
y I I ’_I 1 I v (300MCM MECHANICAL LUG)
/ \

AUX.SWITCH UV/SHUNT BELL ALARM

NOTE: CONTACTS SHOWN WITH THE BREAKER IN THE CLOSED POSITION

BC43 BATTERY CABINET
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